
ROCK
VIBRATION MONITOR

The RockSens delivers highly accurate, real-
time vibration data, capturing both Peak 
Particle Velocity (PPV) and Vibration Dose 
Value (VDV). This comprehensive data is 
essential for protecting adjacent structures, 
sensitive utilities, and the well-being of 
personnel and local residents. 
 
Ensure you meet stringent UK regulatory 
requirements including BS 7385 for buildings 
and BS 6472 for human exposure with reliable, 
verifiable measurements. By monitoring 
both structural impact and human comfort 
simultaneously, you mitigate risks and avoid 
costly project delays or legal disputes. 
 
The cable-free design offers total flexibility for wall or floor mounting. Featuring an integrated 
solar panel, the RockSens is completely self-sustaining, eliminating the need for manual 
charging or external power. A simple one-button interface ensures rapid deployment, 
enhances site safety by removing trip hazards. 
 
Access live PPV and VDV data from any location via our intuitive Sonitus Cloud platform. 
Receive instant alerts the moment thresholds are breached and adjust monitor settings 
remotely. 
 
The RockSens, combined with Sonitus Cloud, provides clear data visualisations and 
automated reporting features.
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24/7 Online Access 
to Data

Cable Free with 
Built-in Solar Panel

Meets BS5228, 
BS7385-2 Standards
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Sensor
Triaxial Velocity Meter: Velocity sensor with linearized frequency response  A3HV 
315/1 (triaxial) (according to DIN 45669)
Principle: Geophone
Measuring Range: ± 135 mm/s - ± 5.3 in/s
Frequency Range: 1 - 350 Hz
Case-to-coil motion: 4 mm p-p
Dynamic Range: > 130 dB
Linearity/Phase: According to DIN 45669 (class 1)
Cross Axis Sensitivity: According to DIN 45669 (<5%)
Orientation: Horizontal (floor) mounting or vertical (wall mounting)
Self Test: Periodic Test-pulse, user selectable 1 - 30 days

Dimensions
Housing: Aluminum, (L x W x H) 173 x 135 x 83 mm
Weight: 2.3kg
Protection Degree: IP65

Regulation
Electrical Safety: Compliant to IEC 61010
EMI/RFI: Compliant to EN 61000
Environmental: Shock: 30 g/11 ms half-sine Heat: -20°C up to +50°C 
Humidity: up to 100% RH Vibration: up to 5 g (operating)

Power Supply: External AC/DC charger


